NOTES
Basis of Design:

WATER SUPPLY: No net increase in design flow, relocating units within existing community system.
1) Design flow = per unit basis for community water: 360 gpd/unit = 1080 gpd
2) Instantaneous peak demand (gpm) = 5 gpm (per unit)
3) Source: WSID: VT0005086
4) Storage capacity = no change
5) Pump capacities = n/a
6) Operating pressure ranges = 30-50 psi
7) Reference to the floodplain = this project is not in the floodplain
8) A pressure reduction valve may be required at the house connection to reduce
the static pressure in the new line.

WASTEWATER SYSTEM: No net increase in design flow, relocating units within existing community system.
1) Design flow = per unit basis for shared system 204 gpd/unit = 612 gpd
Calculated per ID-9-0035 @ 29,823 gpd for 146 units = 204 gpd/unit

Inspections and Certifications:

1) It is the owner's/ contractor's responsibility to contact the
consultant (McCain Consulting - 802-244-5093) for the following:

a) For inspection of the pressurization of the force main to 50 psi.
b) To observe pump operation and to verify discharge height at
the leachfield.

2) The septic system installer will provide the consultant with
a signed and dated statement as follows:

"I hereby certify that the installation-related information submitted is

true and correct, and that in the exercise of my reasonable professional
judgment, the wastewater system has been installed in accordance with the
permitted design and all permit conditions, was inspected, was properly
tested, and has successfully met those performance tests.

4) The certification of construction as required by section 1-311(b)
of the Environmental Protection Rules may not be provided by
the designer if the procedures outlined herein are not followed.

Maintenance:

(1) At least once a year, the depth of sludge and scum in the septic
tank should be measured. The tank should be pumped if:
(a) The sludge is closer than twelve inches to the outlet baffle,or
(b) The scum layer is closer than three inches to the septic tank outlet baffle.
(c) Following septic tank cleaning in units over 5,000 gallons, all
interior surfaces of the tank should be inspected for leaks and cracks.

(2) At least twice a year, the outlet filter on the septic tank should
be removed and cleaned by spraying it with water under normal
household pressure.

(3) At least once a year, dosing tanks and distribution boxes should
be opened and settled solids removed as necessary and the
dosing tank or distribution box checked for levelness.

(4) At least once a year, pump stations should be inspected:

(a) Remove settled solids as necessary. Solids and scum
accumulation in the pump station may be indicative of a septic tank
outlet filter malfunction, septic tank overloading, or other cause
that should be investigated and remedied.

(b) On/off and alarm floats should be tripped to ensure proper
operation.

(c) Inspect delivery of filtrate to the leachfield. Slow
delivery may indicate impending pump failure.

(5) Toxic or hazardous substances should in general not be disposed
of in septic systems. These substances may pass through the
system in an unaltered state and contaminate groundwater or
remain in the septage and subsequently contaminate the soil or
corps at the site of ultimate disposal.

(6) The leachfields are not designed for the disposal of filter
backwash or other byproducts of water treatment, filtration or
purification systems.
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